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DESCRIPTION

CONSTRUCTION

CLASS

IP RATING

IK RATING

INPUT VOLTAGE
CABLE ENTRY (MM)

DIMENSIONS (MM)

WATTAGE (W)
LAMP TECHNOLOGY

LAMP INCLUDED

LUMENS (LM)

LUMENS LIGHT SOURCE ONLY (LM)
LUMEN TOLERANCE

EFFICACY (LM/W)

EFFICACY LIGHT SOURCE (LM/W)
CIRCUIT WATTAGE (W)

CCT

LIGHT COLOUR

(@)
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SDCM

RUNNING CURRENT (A)
DISPLACEMENT FACTOR

SVM
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AMLEDB

230V IP54 5W LED Security Amenity Bulkhead Black Base with
Opal Diffuser Cool White 4000K

Black

Construction - Polycarbonate

IP54

IKO3

110/230V

20

Length - 78

Height - 197

Width - 108
Projection - 78

Opal

5

SMD LED

Yes

460

520

5%

95

100

5.3

4000K

Cool White

=80

<6

0.023

>0.9

0.001
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ML Accessories Ltd. cannot be held responsible for the incorrect application of any product.

uKC el


https://www.mlaccessories.co.uk

’Knightsbridge

PST-LM 0.185
BEAM ANGLE (DEGREES) 120
LIFE SPAN (HRS) 30,000
L70B50 LIFESPAN (HRS) 60,000
DIMMABLE No
OPERATING TEMPERATURE -20~50°C

MAX. OUTPUT - 5W
OUTPUT VOLTAGE - 29-35V
DRIVER OUTPUT CURRENT - 150mA

POWER FACTOR - 0.46
EFFICIENCY FULL LOAD - 85
CASE TEMPERATURE (Tc) - 80°C

WARRANTY 3year(s)
MANUFACTURED IN ACCORDANCE WITH BS EN 60598
ORIGIN OF MANUFACTURE China
DECLARATION OF CONFORMITY (HELD ON FILE) Yes
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