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MLA PART CODE

CPLCWS

DESCRIPTION

230V IP54 Tri-Wattage and CCT Dual Mount Dimmable LED
Panel - 4/6/8W

NET WEIGHT (KG)

0.2

White

CONSTRUCTION

Construction - Polycarbonate

CLASS

IP RATING

IP54

INPUT VOLTAGE

230V 50Hz

CABLE LENGTH (M)

0.3

DIMENSIONS (MM)

Diameter - 140
Height - 17.6
Projection - 17.6
Minimum Void - 50

CUT-OUT (MM)

Cut-out Diameter - 65-102

Opal

IC RATED

No

WATTAGE (W)

4/6/8

LAMP TECHNOLOGY

SMD LED

LAMP INCLUDED

Yes

LUMENS (LM)

340/370/350/470/525/485/630/715/645

LUMENS LIGHT SOURCE ONLY (LM)

1015

LUMEN TOLERANCE

5%

EFFICACY (LM/W)

85

EFFICACY LIGHT SOURCE (LM/W)

121

CIRCUIT WATTAGE (W)

8.4

2]
—

Cc

3000/4000/5700K

LIGHT COLOUR

CCT

CRI

>80

SDCM

<6

RUNNING CURRENT (A)

0.037

ML Accessories Ltd. reserves the right to withdraw, improve, or modify any design without prior notification.
ML Accessories Ltd. cannot be held responsible for the incorrect application of any product.
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